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1. SPECIFICATION  

IMPORTANT SETUP INFORMATION   

CENTER LEVELER ADJUSTMENT – The center foot 
leveler adjustment is critical to the proper operation of the 
game.  The purpose of this adjuster is to control cabinet 
vibration to prevent damage to electronic and other 
components in the game.  When the adjuster is properly 
contacting the floor, any force from the mallet that is 
transmitted through the pivot mechanism will be transmitted 
directly to the floor and NOT the bottom of the cabinet. It is 
important to make sure the weight of the game is equally 
distributed across all 5 legs to avoid rocking and damage.  

  

To ensure the proper operation and longevity of you game, make sure that the center leveler located directly under 
the pivot mechanism is FULLY extended to the floor.  If not, turn the adjusting nut until the leveler is making FULL 
contact as shown in the illustration.  

DOOR OPERATION – It is important for the cabinet of the game to be squared up for the front door to open and close 
smoothly.  The squareness of the cabinet is adjusted at the factory; however the floor may not be level where you are 
installing the game.  Check that the space across the top edge of the door is even all the way across the front as 
shown in the illustration.  If it is not, there is threaded adjustment rod inside the game to ensure that the game is 
square.  Loosen and adjust the lower nut set in or out until the cabinet door operates smoothly and the space across 
the top is even.                       

MALLET HOLDER INSTALLATION – Install the mallet 
holder using the supplied hardware as shown.              

ADJUSTMENT 

        

ROD

 

MALLET 
HOLDER 

FRONT DOOR 
(TOP EDGE) 

CENTER 
LEVELER
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2. INTRODUCTION 
2-1. Overview and Technical Features:  

OVERVIEW  

Thank you for purchasing the new Dog Pounder

 
arcade game from Bob's Space Racers®.  Your new 
game will provide you and your customers with years of 
fun and satisfaction.  Bob's Space Racers® products 
are the result of years of arcade and gaming 
experience.   

FEATURES  

CABINET DESIGN – The cabinet has been 
manufactured from only the best marine grade 
laminated plywood, powder coated heavy gauge steel 
and other available materials.  All materials going into 
this game have been thoroughly tested to assure only 
the finest quality and best results for our customers.  All 
materials are carefully selected to provide the best 
possible performance for which they are designed.  

ENGINEERING - Your new Dog Pounder

 

game has 
been designed and engineered using state of the Art 
3D solid modeling technology.  This assures the best 
possible design possible.  Advanced structural analysis 
is used to determine the strength and durability of key 
components to assure years of reliability.  

ELECTRONICS - The electronics incorporated are 
proven industrial grade components.  Combined with 
state of the art software design, the implementation is 
second to none.  Combining an elegant design with 
rock solid reliability, you can be confident that your 
game will last for years of service.  

PROGRAMMABILITY - The game incorporates unique 
self adjusting difficulty levels to aid all players in 
achieving good play results regardless of their skill 
level.  This helps to make the game more fun and 
competitive for people of all ages, yet keeps the net 
earnings consistent regardless of player skill.  

COLORFUL GRAPHICS - The look and feel of the 
game has been tailored to fit a wide variety of players, 
from the youngest kids to adults.  The resulting broad 
player appeal will help to maximize your earnings.   

GAME PLAY  

1. The player begins by inserting enough money 
into the game to earn a credit and automatically 
start the game.  

2. The game will briefly instruct the player before 
beginning the game.  (If the player is impatient and 
hits the paw button, the instructions will be 
bypassed and the game will begin).  

3. Once the game begins, the player will use a 
special foam covered mallet to hit the target button.  
When the player hits this button, the balls inside the 
game will be thrown up into the air and into the 
mouth of the Dog character.  

4. The object of the game is to "Fill the Dog's 
Belly".  There is a clear belly view window on the 
dog character.  As the player feeds the dog, the 
belly can be seen to visibly fill.  

5. If the player can fill the belly before time runs 
out, they win the big Bonus Ticket Prize.  If not, 
they win a pre-determined amount of tickets based 
on how many balls they did get into the dog’s belly.   

MAINTENANCE  

Due to the physical play of the machine, some 
periodic maintenance is required.  

CLEANING - Clean the outer surfaces of the game 
with a commercial spray type cleaner.  DO NOT 
however, use glass cleaner or commercial sprays 
on the marquee graphic panel.  Use a good quality 
spray type furniture polish to keep the game 
looking good.  

Vacuum the inside of the game occasionally to help 
keep the dust and ticket debris off of all the optical 
sensors.  

(You might need to replace your mallet every once  
in a while).  

NOTE: Refer to the weekly preventative 
maintenance schedules to avoid unnecessary 
game wear and keep the game in its best 
condition.   
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2-2. Important Safety Information:  

IMPORTANT SAFETY 
INFORMATION  

WARNING: Unplug the game from the AC wall 
receptacle when servicing this product.  Failure to 
do so could result in serious injury to yourself or 
others.  

Use only a GROUNDED AC receptacle.  Failure to do 
so could result in improper operation or damage to the 
game and could void your warranty.  If you are unsure 
that your AC receptacle is properly grounded, have a 
qualified electrician perform this check for you.  

Always be sure power to the game is turned off when 
doing even routine maintenance.  Otherwise moving 
parts could activate unexpectedly causing injury.  

This product is heavy, necessitated by the design.  
When moving this game, be sure you have adequate 
help. Use a suitable dolly or hand truck where practical.  
Use back support when needed.    

SET UP  

There is very little to do in the way of set-up in the 
game.  

1. Be sure that the game is on a level surface.  If 
the game is rocking on the floor adjust the legs to 
remove the rocking of the game. It is very important 
that the weight is distributed evenly to all the legs. 
This will help avoid damage or unnecessarily large 
amounts of weight and pressure on only one or two 
of the legs.   

2. Be sure to plug the game into the proper A.C. 
GROUNDED receptacle.  Do not use long 
extension cords unless absolutely necessary and if 
so, be sure it is a heavy duty cord of at least 16 Ga. 
and no longer than 20 ft.  Check the label on the 
back of the game to make sure the power 
requirements of the game match that of your 
location.  

3. Turn the game on and check to be sure there are 
no unusual sounds and that everything appears to 
be working correctly.   
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3. PROGRAMMING 
3-1. ENTERING PROGRAMMING MODE:  

The programming options are readable only by the game operator for the purpose of customizing the game to suit 
their location.  

The operator will press the "PROGRAMMING" button once to enter the programming mode.  

The operator will press the "SELECT" button to scroll through the various options that are on the left-hand display.  

The operator will press the "STEP" button to scroll through the various settings for each option that are shown on the 
right-hand display.  

The operator will press the "PROGRAMMING" button once again to EXIT the programming mode and save all of the 
new values to the games memory.  

Below is detailed information for the operation of each of the programming options.                   

3-2. VOLUME:  

This option controls the sound volume from the speaker on the front door of the game.  The range for this option is 1-6 
(6 being the loudest).  The default value for this option is 5.  

3-3. COINS PER CREDIT (COIN/CR):  

This option determines how many coins are needed to earn a credit.  Each credit will automatically start a game.  The 
range for this option is 1-8; the default value for this option is 2.  

NOTE:  There is no "free play" option for this game.  If free play is desired, set the game to 1 coin per credit 
and install a momentary contact push button to start the game.  

3-4. ATTRACT MODE (ATTRACT):  

This option determines how often an audible barking sound will be heard from the game.  The range for this option is 
0-9 (minutes).  Setting a 0 shuts the attract mode off. The default value for this option is 5.   

PROGRAMMING 
PANEL 
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3-5. GAME TYPE (GAME):  

This game has the option of being set for 2 different types of game play.  The first game option is the BELY (Fill the 
Belly) mode.  In this game, the player tries to fill the Dog's belly before time runs out.  

The second game option is the SCR (Best Score) mode.  In this game, the player tries to get the highest score 
possible before time runs out. In this version, the belly never fills up and the ball gate remains open.  

NOTE: We recommend the Fill the Belly mode of play, but supply both versions to allow the operator more 
than one type of game play for special applications.  

The default value for this option is BELY (Fill the Belly mode).  

3-6. GAME DIFFICULTY (DIFF):  

This option determines how hard the game is for the player to play.  The range for this option is as follows:  

AUTO - Automatic difficulty 
EASY - The easiest setting.  Used for small children 
NORM - Normal difficulty 
HARD - For mostly adult clientele 
EXP - For all adult clientele 
PRO - For professional grade players  

The default value for this option is AUTO.  

AUTOMATIC DIFFICULTY - Whenever practical, we highly recommend using the automatic difficulty setting.  
This mode is provided to help the game operator and customer alike.  The way the game works is that it always 
begins at the highest degree of difficulty.  The game then monitors the score progress in relationship to the time left 
on the game.  If the game determines that a player can not win based on their score and time left, the game will 
automatically give the that player more time to give them a chance to win.  The game will do this twice during the 
course of the game.  The adjusted time is visible to the game player on the time left indicator.  

This mode is used to aid players of a lesser degree of skill.  It is intended to make the game fairer to less talented 
players, yet keep the amount of winners consistent.  By helping the less skilled players to win, the win percentages 
are kept consistent, but not excessive since payout percentages are based on the skilled player to begin with.  

3-7. MINIMUM TICKETS (MINTX):  

This option determines the minimum amount of tickets the player will receive for playing regardless of score.  The 
range for this option is 0 - 9, the default value for this option is 3.  

3-8. BALLS PER TICKET (BPT):  

This determines how many balls must be scored to pay out 1 ticket.  The range for this option is 0 - 9.  The default 
value for this option is 3. (1 ticket for every 3 balls scored).  

3-9. BONUS TICKET VALUE (JVAL): This option determines the amount of bonus tickets paid out 
if the player wins the game.  The range for this option is 0-500.  The default value for this option is 100. 
NOTE:  When the game is won, the bonus ticket value is paid out, and any other ticket payouts for the game 
are ignored. 
ALERT:  If the games BONUS TICKET VALUE (AKA Jackpot Value or JVAL) has been set to a value of  0, no 
tickets are awarded but a free game is awarded as the prize for scoring the jackpot. If you want tickets to be 
offered you must set the BONUS TICKET VALUE (AKA Jackpot Value or JVAL) to at least a value of 10.  
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3-10. HAND:  This option should be set to 1 for Air Version.  

3-11. RESET: (Default programming value - reset)  

This option is used as a convenient way of quickly re-setting all of the programming values to their factory default.  
This is also a handy option to try if the game memory has somehow been corrupted.  The value for this option is 0-1.  
The default value for this option is 0 (off).  Change to 1 to reset the values.  

3-12. PROGRAMMING OPTIONS:  

STANDARD ARCADE OPTIONS 
VOLUME 5 
COIN/CR 2 
ATTRACT 5 

GAME BELY 
DIFF AUTO 

MINTAX 3 
BPT 3 
JVAL 100 
HAND 1 
RESET 0 

 

BALL STOP CURTAIN  

The ball stop curtain should be used to make scoring easier if your customers are VERY YOUNG.  This should NOT 
be used with older customers or the scoring will be way too easy.  

This should be used in conjunction with the set up for Kiddie arcades.  

To use the BALL STOP CURTAIN:  

1. Turn off AC Power and unplug the game  

2. Open the front of the game by removing the front  
glass retaining bracket and bolts.  

3. Remove the front window assembly by lifting  
straight up on it and then tilting it out from the bottom.  

4. Loosen the 2 thumb screws that are located above the  
Dog head and push the playfield retaining bracket  
up.  Re-tighten the thumb screws to hold the bracket in  
the up position.  

5. Tilt the playfield all the way forwards to gain access to  
the sensors.  Do this by grabbing onto the Dog's head and  
pulling forwards.  

NOTE: PUT A PROTECTIVE CLOTH DOWN ON  
THE SCORE HOUSING BEFORE TILTING THE  
PLAYFIELD FORWARD TO PREVENT SCRATCHING  
ON THE DOGS HEAD.   

BALL 
STOP 
CURTAIN 
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6. Un-tape the clear plastic curtain from the top rear of the playfield backing panel and push it over to the front side of 
the backing panel so the balls will hit it when entering the Dog's mouth.  

KIDDIE ARCADE OPTIONS 
VOLUME 5 
COIN/CR 1 
ATTRACT 5 

GAME BELY 
DIFF NORM 

MINTAX 2 
BPT 9 
JVAL 10 
HAND 1 
RESET 0 

  

4. ERROR MESSAGES  
If the game displays a GET HELP message, press the programming button to read the error messages.  

SEN (Sensor error)  

This message displays the score sensor that is faulty.  The sensors are numbered 1 thru 6 from the left-hand side of 
the game as viewed from the front.                     

SENSOR 
#1 
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5. MAINTENANCE AND TROUBLESHOOTING 
5-1. Quick Troubleshooting:       

TROUBLESHOOTING PHILOSOPHY  

When troubleshooting any product, certain general guidelines should be followed.  

1. Always check to be sure that you game is turned on.  Be sure that all of the fuses in the game are functional and 
check to see that the AC voltage is in the proper operating range for your game.  

2. Check to be sure that all of the game harnessing is plugged in properly and that all of the pins are firmly seated in 
the connectors.  It is always possible that a harness can be damaged by rough shipping or moving.  

3. Check game harnessing to be sure that none of the wires have become damaged.  Using a handheld multi-meter, 
check continuity of the wires to make sure they are not broken.  

4. Check for obvious damage to any P.C. Boards or electrical components.  

5. If you have multiple games or multiple parts on a game, change or exchange the parts and see if the problem goes 
away or moves to another location.  This way you can quickly eliminate certain parts as being the problem with the 
game.  

6. When changing electronic or electrical components, ALWAYS turn off and unplug the game.  

7. Check to see that all power supplies are delivering the specified voltages to the P.C. Boards and components as 
shown in the manual.  

TROUBLESHOOTING  

If the rubber ball hammock does not move, be sure to check the following for possible problems in this order:  

1. Check game for proper power source at game and main fuse.  

2. Check to be sure that you are supplying at least 90 PSI of clean compressed air to the game and that the pressure 
regulator is set for 90 PSI (pounds per square inch). The air line must be connected to the pressure regulator inside 
the game.  

3. Check all wiring connections and ground wires inside lower cabinet.  

4. Check hand option is set to 1.  

5. Check that the Push button assembly LED sensor boards are working properly.  There are 2 boards on the button 
assembly.  Each one has a test LED on it.  Slowly push the button down and you should notice that the left sensor 
LED should flash off and back on when the button is pushed down slowly.  The sensor on the right hand side should 
also flash the same way as the button is pushed down further.  If one of the sensors LED’s do not flash when the 
button is moved slowly, one of the sensors is either dirty and needs cleaned; or faulty and must be replaced.  Both 
sensors must be working for the game to function properly. On a rare occasion a faulty board might be the cause.    

For your safety and to reduce risk of damage to your game read the Important Safety 
Information in Chapter 2-2 before attempting any troubleshooting procedure. 

 
WARNING
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6. If the protector diode to the air valve is bad, the air valve will not work correctly.  To test for proper operation of the 
diode, disconnect the connector to the air valve.  Disconnect the other end of the harness at the Main P.C. Board.  
Insert a test meter into the connector that plugs into the air valve and do a diode check.  If the diode is bad, replace 
the diode.  

7. If the diode checks O.K., apply 12 volt DC to the 2 pin connector of the air valve.  This should fire the air valve.  If it 
does not, the air valve is bad.  If it does fire, then there is a problem with the Main P.C. board and it should be 
replaced.  

NOTE:  IT IS POSSIBLE THAT A BAD DIODE CAN CAUSE DAMAGE TO THE MAIN P.C. BOARD.  IF 
REPLACING THE DIODE DOES NOT FIX THE PROBLEM, REPLACE THE MAIN P.C. BOARD ALSO.  

COMPONENT PARTS ARE NOT SERVICED SEPARATELY. THEY MUST BE PURCHASED AS COMPLETE 
PARTS.   

If the game displays a "GET HELP" message on the display, press the PROGRAMMING button to check for error 
messages.  (See the ERROR MESSAGES section in this manual for explanations).  

For detailed servicing and repair information see the full the full repair section of this manual.                                        
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Symptom Possible Problem Solution 

 
Power Power 

Low Volume Check Volume Control and adjust as necessary 
Faulty speaker harnessing Check connections and/or repair harnessing 
Faulty speaker Check and/or replace speaker 
Faulty sound board or sound board harnessing Check connections or Replace Sound Board 

Sound Problems    
-No sound    
-Low Sound    
-Intermittent Sound 

Faulty Main P.C. Board Check and/or repair or replace Main P.C. Board 

 
Coin switch out of adjustment Re-bend coin switch wire 
Coin mech dirty or improperly adjusted Clean and adjust mech as necessary 
Faulty Coin switch Check and/or replace switch 
Faulty coin switch harness or connector Check and/or repair harnessing 
Improperly programmed electronic mech Reprogram or replace electronic mech 
Game improperly programmed Check programming options and adjust 
Faulty Front Panel Board Repair and/or replace Front Panel Board 

Game does not take or add 
money correctly 

Faulty Main P.C. Board or component Repair and/or replace Main P.C. board 

 

No tickets in the game Refill ticket dispenser and press the reset button 
Tickets jammed in dispenser Clear ticket jam 
Ticket dispenser sensor blocked with debris Clean off sensor 
Poor connection on the ticket dispenser Check and/or replace connectors 
Game improperly programmed Check ticket programming options 
Faulty ticket dispenser Replace dispenser 
Faulty ticket dispenser harnessing Check and/or repair harnessing 
Repair and/or replace Front Panel Board Faulty Front Panel Board 

Ticket Dispenser not working 
properly, or no tickets being 
dispensed 

Faulty Main P.C. Board Replace or repair Main P.C. Board 

 

Game power off Check on/off switch and power cord  
Main fuse blown Check and/or replace fuse as necessary 
Ground wire broken or loose Replace or tighten faulty ground wire 
Power Supply problem or failure Check Power Supply output and connections 

Game will not start 

Faulty P.C. board or component Repair and/or replace main P.C. board 

 

The power connector is disconnected. Reconnect the connector securely. Game stops or is stopped 
with nothing displayed Possible faulty connection or short circuit. Check all circuitry for faulty connections or short 

circuits. 

 

Ground wire broken or loose Replace or tighten faulty ground wire Game resets when hit 
Check AC plug in at power supply Insert A.C .power plug into power supply and secure 

 

Hand Program option set wrong Set or reset Hand Program option to 1 
Ground wire broken or loose Replace or tighten faulty ground wire 
Low or no air pressure Check air supply to game (90 psi) 
Ball hammock broken Replace ball hammock 
Pivot arm issue Check pivot arm 
Faulty valve harness or solid state relay Check valve harness and solid state relay 

Balls will not launch into the air

 

Faulty main P.C. board Replace P.C. board 

 

Players not winning game 
enough 

Game set too difficult Re-program to easier setting 
(Set game to auto-difficulty mode) 

 

Players winning game too 
much 

Game set too easy Re-program to harder setting 
(Set game to auto-difficulty mode) 

 

Button must be hit very hard to 
launch balls 

Hand Program option set wrong Set or reset Hand Program option to 1 

        



BOB’S SPACE RACERS®                  DOG POUNDER™ ARCADE (AIR VERSION)  

14

  
5-2. Detailed Troubleshooting and Repair:  

WEEKLY MAINTENANCE SCHEDULE  

1. Check mallet for wear and tear.  Replace as required.            Dog Pounder Air Mallet:(Part #MX800445) 
2. Clean game, clean glass and Plexiglas inside and out. 
3. Check balls for wear and tear.  Replace as required.          Ball Kit (100 assorted color): (Part #MX800450) 
4. Clean inside Dogs mouth and Belly (Sensors and mirror). 
5. Inspect display LED boards for proper attachment and operation. 
6. Check the hammock for wear and tear (see pictures below).  

Hammock Version 1: (PART #) MX800462                   Hammock Version 2: (PART #) MX800463                  

 

7. Check hammock is secure and nuts and bolts are tight. 
a. Tighten Bolt first 
b. Affix and tighten the nut down once bolt is tightened 
c. Adjust bolt tightness by releasing the nut slightly than tighten the bolt and re-tighten the nut. 

8. Check power supply for loose hardware 
9. Check all grounding wires and connections 
10. Check speaker conditions and mounting 
11. Check coin mechanism’s condition and mounting 
12. Check all electrical and mechanical components for wear 

Be sure all components are tightened and properly adjusted 
13. Check that wiring in the game is properly secured and is not located in areas damage could occur.  

NOTE: IF COMPONENTS CONSTANTLY COME LOOSE A THREAD LOCKING COMPOUND IS  
RECOMMENDED.              


